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INSERTS FOR
LOW-PRESSURE HOSES

Construction: Hose nipples w/ thread:  Black cadmium-plated steel
  Stainless steel hose nipples:   Pipe, AISI 316
  Hose nipples w/ butt-weld end: Seamless unprocessed black steel

«kINg coMBINATIoN» NIPPLeS
Type kcN

For Hose I.D. /
NPT and BSP
Male Thread

Length Hose Tail
mm

Butt-weld End
O.D. mm

NPT Thread
Cadmium-plated steel

Part No.

BSP Thread
Cadmium-plated steel

Part No.
Butt-weld End

Part No.

1/2” 40 21.3 kcN-013NPT kcN-013BSP kcN-013WN

3/4” 40 26.9 kcN-019NPT kcN-019BSP kcN-019WN

1” 42 33.4 kcN-025NPT kcN-025BSP kcN-025WN

1.1/4” 42 42.2 kcN-032NPT kcN-032BSP kcN-032WN

1.1/2” 54 48.3 kcN-038NPT kcN-038BSP kcN-038WN

2” 64 60.3 kcN-050NPT kcN-050BSP kcN-050WN

2.1/2” 64 73.0 kcN-063NPT kcN-063BSP kcN-063WN

3” 86 88.9 kcN-075NPT kcN-075BSP kcN-075WN

4” 99 114.3 kcN-100NPT kcN-100BSP kcN-100WN

5” 120 141.3 kcN-125NPT kcN-125BSP kcN-125WN

6” 150 168.3 kcN-150NPT kcN-150BSP kcN-150WN

8” 194 219.1 kcN-200NPT kcN-200BSP kcN-200WN

10” 196 273.0 kcN-250NPT kcN-250BSP kcN-250WN

12” 235 323.8 kcN-300NPT kcN-300BSP kcN-300WN

For stainless steel, add SS after Part No. 
Other dimensions, types and material qualities on request.

FeRRULe - INDUSTRIAL
Type RRH

Material quality: Stainless steel AISI 316L
other types on request.

Hose I.D. I.D. mm Length mm Part No. Hose I.D. I.D. mm Length mm Part No.
1/2’’ 23.9 45 RRH-02445 2’’ 70.1 70 RRH-07070
3/4’’ 35.0 55 RRH-03555 2’’ 70.1 110 RRH-070110
3/4’’ 35.0 70 RRH-03570 3’’ 100.0 90 RRH-10090
1’’ 40.0 70 RRH-04050 4’’ 114.0 105 RRH-114105
1’’ 40.5 80 RRH-04080 4’’ 125.0 105 RRH-125105
1’’ 44.0 80 RRH-04480 5’’ 150.0 140 RRH-150140

1.1/2’’ 53.0 60 RRH-05360 6’’ 161.5 150 RRH-162150
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FLANGES
HOSE MENDERS

DIXoN
RoUND HoLe STRAINeRDIXoN

«BoSS» HoSe MeNDeR

Nom. Pipe Dim. O.D. Flange Hole Centerline No. of Holes Hole Diameter Hose Tail 
w/ ANSI 
Flange
Part No

FHSA

Hose Tail 
w/ DIN 
Flange

Part No.
FHSAinch mm ASA inch DIN mm ASA inch DIN mm ASA inch DIN mm A mm B mm

1/2 15 3.½ 95 2.3/8 65 4 4 5/8 14 -015 -015
3/4 20 3.7/8 105 2.3/4 75 4 4 5/8 14 -020 -020
1 25 4.¼ 115 3.1/8 85 4 4 5/8 14 -025 -025

1¼ 32 4.5/8 140 3.½ 100 4 4 5/8 18 -032 -032
1½ 40 5 150 3.7/8 110 4 4 5/8 18 -040 -040
2 50 6 165 4.3/4 125 4 4 3/4 18 -050 -050

2.½ 65 7 185 5.½ 145 4 4 3/4 18 -063 -063
3 80 7.½ 200 6 160 4 8 3/4 18 -075 -075
4 100 9 220 7.½ 180 8 8 3/4 18 -100 -100
5 125 10 250 8.½ 210 8 8 7/8 18 -125 -125
6 150 11 285 9.½ 240 8 8* 7/8 22 -200 -200

10 250 16 395 14.¼ 350 12 12 1 22 -250 -250
12 300 17 445 17 400 12 12 1 22 -300 -300

WeLDeD FLANgeD HoSe SPIgoTS
150 lbs - ANSI B16,5 - Type FHSA

DIN 2632/33 - NT 10/16 - Type FHSD

*NT 16 - 12 holes

DIXoN
STeeL HoSe 

MeNDeR
TYPe HMc

Dimension Length Total Length Hose Grip Part No. NPT Female Part No.
1/2’’ 108 46 MI-08 1.1/2’’ RHS-038
3/4’’ 146 61 MI-12 2’’ RHS-050
1’’ 175 86 MI-16 2.1/2’’ RHS-063

1.1/4’’ 206 87 MI-20 3’’ RHS-076
1.1/2’’ 210 90 MI-24 4’’ RHS-102

2’’ 232 100 MI-32 5’’ RHS-127
2.1/2’’ 264 111 MI-40 6’’ RHS-152

3’’ 302 129 MI-48 8’’ RHS-200

Material quality: Malleable Iron
Material quality: cadmium-plated steel.

To be used with king combination Nipple (kcN).

Dimension (inch) 1/4 5/16 3/8 1/2 5/8 3/4 1 1.1/4 1.1/2 2 2.1/2 3 4 5 6 8 10 12

Length in total 70 70 79 90 100 114 114 114 114 118 140 175 205 243 278 360 415 440

Part No. HMC -006 -008 -010 -013 -016 -019 -025 -032 -038 -050 -063 -075 -100 -125 -150 -200 -250 -300

Material quality: cadmium-plated steel
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LOW-PRESSURE HOSES

Ferrule
Nipple Male NPT - Type SN
Nipple Male BSP - Type SB

Nipple Plain
SCH 40 Nipple for Victaulic

Type SF Type SN/SB Type SP Type SV

PeRMANeNTLY ATTAcHeD 
SWAge FITTINgS FoR HoSeS

INDUSTRIAL RANge
SIZe DIAMeTeR: 2’’ - 12’’

For stainless steel, add SS after Part No.

Hose I.D. /
Nipple/
Thread

Hose
O.D.
mm

Hose 
Tail

Length
mm

O.D. 
Victaulic 
Plain End

mm

Ferrule
Part No.

Nipple
NPT 
Male

Part No.

Nipple
BSP 
Male

Part No.

Nipple 
Plain End
Part No.

Nipple for
Victaulic
Part No.

2’’ 64-69 86 60,3 SF-050 SN-050 SB-050 SP-050 SV-050
2.1/2’’ 78-82 105 76,1 SF-063 SN-063 SB-063 SP-063 SV-063

3’’ 89-97 120 88,9 SF-075 SN-075 SB-075 SP-075 SV-075
4’’ 117-126 135 114,3 SF-100 SN-100 SB-100 SP-100 SV-100
5’’ 137-154 160 141,3 SF-125 SN-125 SB-125 SP-125 SV-125
6’’ 160-182 178 168,3 SF-150 SN-150 SB-150 SP-150 SV-150
8’’ 215-236 213 219,1 SF-200 SN-200 SB-200 SP-200 SV-200

10’’ on request
12’’ on request
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FLANGE TABLE

FLANge TABLe
According to DIN, NS and ANSI

OTHER FLANGES CAN BE PROVIDED ON REQUEST


